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<SCN>SECTI ON 02841</ SCNO
- <STL>TRAFFI C AND HANDI CAP PARKI NG SI GNS</ STL[O
<PRT><TTL>PART 1 GENERAL</ TTLO
<SPT><TTL>1.1 REFERENCES</ TTLO

<TXT | NDENT=0 p>The publications listed below forma part of thi

specification to the extent referenced. The publications are referred to in

the text by the basic designation only. </ TXT>0O

<REF><ORG>AVERI CAN NATI ONAL STANDARDS | NSTI TUTE STANDAR
( ANSI ) </ ORG>TJ

<RI D>ANSI D6. 1</ Rl D><RTL>(1988) Manual on Uniform Traffic Control Devices
for Streets and H ghways (ANSI D6.1; </ RTL>0
<TXT | NDENT=0 p> AASHTO M 268) </ TXTO

</ REF><REF><ORG>AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS STANDAR
( ASTM) </ ORG>[J

<RI D>ASTM B 209</ Rl D><RTL>(1995) Al um num and Al um num Al | oy Sheet and
Pl ate </ RTL>[

<RI D>ASTM D 4956</ RI D><RTL>(1995) Reflective Sheeting for Traffic Control
</ RTL>O

</ REF></ SPT><SPT><TTL>1. 2 DELI VERY AND STORAGE</ TTLU

<TXT | NDENT=0 p>Deliver signs to the site in manufacturer's origina

wr appi ngs and packages clearly |labeled with the manufacturer's nane, brand
nane, size, type, nessage, and related information. Store in a safe, dry,
clean, and wall ventilated area, protected from damage, soiling, and

noi sture. Store packages flat. Do not open containers until needed for
installation unless verification inspection is required. </ TXT>0O

</ SPT></ PRT><PRT><TTL>PART 2 PRODUCTS</ TTLO
<SPT><TTL>2. 1 SI GNS</ TTLO

<TXT | NDENT=0 p>Except where otherw se indicated or specified, a
materials shall conformto <RI D>ANSI D6.1</RI D> Unl ess otherw se shown,
all signs shall be "standard" sizes as specified in ANSI D6.1. </ TXT>0O

<SPT><TTL>2.1.1 Traffic Signs</TTLO

<TXT | NDENT=0 p>Si gns shall be constructed of 0.08-inch alum num conformn
to <RI D>ASTM B 209</RI D>, alloy 6061, T 6, degreased and etched. The
finish, except the reflective surfacing, shall be baked-enanel finish



applied after fabrication. Sign faces shall be fully reflectorized with
material conform ng to <RI D>ASTM D 4956</ Rl D>, Type |, Cass 2. </ TXT>0O

</ SPT><SPT><TTL>2. 1. 2 [ Handi cap Synbol Sign and Parking Sign</TTLO
<TXT | NDENT=0 p>Sign shall be constructed of 16 gage steel w th baked
enanel finish. Handi cap synbol sign faces shall have a white synbol on a
bl ue background, with white border and shall be simlar to sign No. D9-6 in
ANSI D6.1. Parking sign faces shall have a green | egend and border with
whi t e background.] </TXT>0O

</ SPT><SPT><TTL>2. 1. 3 [ Handi cap Parki ng Sign</ TTLO

<TXT | NDENT=0 p>Sign shall be constructed of 16 gage steel w th baked
enanel finish and shall be simlar to sign No. R7-8 in ANSI D6.1.] </ TXT>0O

</ SPT></ SPT><SPT><TTL>2. 2 POSTS AND SLEEVES</ TTLO

<TXT | NDENT=0 p>Posts and sl eeves shall be standard schedul e 40 gal vani ze
steel pipe and shall conformto the indicated details. </ TXT>0O

</ SPT><SPT><TTL>2. 3 HARDWARE</ TTLO
<TXT | NDENT=0 p>Bolts, nuts, washers, and clanps shall be either cadmu
pl ated or gal vani zed steel. Bolts shall be a m nimum of 5/16-inch in
di ameter. C anps shall be two-piece assenblies of at |east 14 gage steel, or
shal | be an adjustable steel-strap bracket as approved. </ TXT>0O
</ SPT><SPT><TTL>2.4  CONCRETE</ TTLO

<TXT | NDENT=0 p>Concrete shall be 3,000 p.s.i. conform ng to SECTI ON
CONCRETE. </ TXT>0O

</ SPT></ PRT><PRT><TTL>PART 3 EXECUTI ON</ TTLO
<TXT | NDENT=0 p>Except where ot herw se indicated or specified, all wor
shall conformto ANSI D6.1. Signs of the type and size indicated shall be
installed in | ocations shown on the draw ngs. </ TXT>0O

--End of Section--</PRT> <&ENDO
</ SECO



